PROJECT DESCRIPTION ' d
l. GENERAL
This preject involves the modification of the existing traffic controlsignal at the intersection of 1 2 3 i 5 6 [ 6-9
US 1and the entrance to St Joseph's Church in Boltimore County, Maryland. (~) () (r) (%) R (®) (n)
US 1is considered to run in a north/south direction. CONO (v (v) Y (v} ()
CONOCENOING OO,
. INTERSECTION OPERATION . %
The intergestion surrently operates i 4 NEMA faur (4) phase, full-traffig«dotuated miodes There . o —
is an exclusive/permissive lagging left turn phase for the nerthbound movement of US 1. The US 1 | fhose 1 & 6 6 8 ¢ 6 G R R oW L e
through movements operate concurrently. The entrance to St Joseph's Church through movements i Chen e
. . . . ge G G G Y Y R R Dw
operate alene with an actuated pedestrian mevement across the south leg of the intersection.
Phase 2 & 6 - R - B R R R DW 5
There wilbe no operaticnal change at the intersection. | 2 & 6 Chango ...ni_ v «—\\t—— - 5 R - oW
The existing cabinet, controller, and loop detectors willbe utilized. Phase 4 R R R R R G G DW l
4 Change R R R R R Y Y Dw
Phase AlT 4 R R R R R G G WK (P l
Ped Clearance R R R R G G FLADW }
|
AlT 4 Change R R R R R Y Y DW o
Flashing - < er
Opsration FLAY FLAY FLAY FLAY FL.ZY FL/R FL/R DARK v
FQUIPMENT LIST
A. Approved S.H.A equipment to be purchased by the Developer and installed by the
Contractor. Allequipment in this list shallhave cateleg cuts submitted for approval 10-13
prior te installation. @
Specification
Quantity Units Section Description
| Ftashing
1 EA 818 14 ft. steelpedestalpole with break away transformer base. a ok Onerati FL/Y
[Note: four 1in. x 40 in, anchor bolts]. CONTACT LIST perarion
1 EA 814 12 In., ene-way, five section (12 in. R,Y,G,YAGA} ! . . s _ .
adjustable black faced treffic signolhead with post top The contact persons for District *4 are as follows:
mounting hardware and tunnel visors. Mr. Dave Malkowski
. | - . | ‘ Distrlct Engineer e . e , , . e
1 EA 813 30 in. x 36 in. R 3-5(R} sign with span wire mounting hardware, 410-321-2810 WI rl n D i a ra m
1 EA 813 30 in.x 36 in. R 3-5(L) éign with span wire mounting hardware. Mr. Randall Scott g g
Assistant District Engineer - Traoffic S—Conductor Cable
2 EA 813 18 in.x 24 in.R 4-7 sign for ground mounting. 410-521-2781 A= {Aluminum Shielded)
Mr. Joe McoMahon
Assistant District Engineer ~ Utllity B — T-Conductor £lactrical
410-321-3460 Cable (No. 14 A.W.G.)
B. Equipment to be furnished and/or instailed by the Coniractor. Mr. Dave Ramsey ' (l) Bare Copper Ground
Al equipment in this list shailhave catalog cuts submitted for approvalprior to instdllation. ﬁgis;g?-tzgg}ﬂct Engineer - Malntenance C— wire (No. 6 A.W.G.)
Specification
Quantity Units Section Description Mr. Richard L. Daff | Loop Detector Wire
Chief, Traffic Operations Division o L¥ = No. 14 AW.G.) in Flexible Tubing
Lump Sum LS 108 Mobilization. #10-787-7630
_ ' . LW Lw LW op . Splice new toop wire to existing
Lump Sum LS 104 Mainterance of traffic. Zz—conductor aluminum shielded cable
A, B
! EA 81 Handhole. 5.C » —  Proposed Grounding Rod
210 LF 815 Sawcut for signalloop detector. B *“A‘{/)(
" PR R R R L ii---—luw-ﬂ-"—-—--—«mmm——
1805 LF 810 Loop detector wire (No. 4 AW.G.) encased in flexible tubing. e * } ‘?
| b —
15 LF 810 2-conductor (cluminum shielded) electrical cable (No. 14 AW.G). : B :LJ
! .
140 LF 810 7-conductor electrical cabie (No. 14 AW.G.). : L
. |
10 LF 804 Bare copper stranded ground wire (No. 6 AW.G.), ' _ l—[\ : L
i~
. AN
1 EA 804 Ground rod ~¥yin. diameter x 10 ft. length. ] -y
] |
12 LF 805 1in. liquid tight flexible non-metdlic conduit for loop detector slecve, T O
T
50 LF 805 4 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched. : : :
I
50 LF 805 4 in. polyvinyl chleride [Schedule 801 electrical conduit - slotted. : : :
L
7 CY 8 Concrete foundation for traffic signal equipment,
65 LF 556 24 in. wide HAPPTPM - white for stop line.
25 LF 812 4 in.x 4 in.wood sign support.
135 LF e Remove existing pavement marking by grinding.
Lump Sum LS --- Remove and dispese of existing equipment.
Lump Sum LS --- Rerun existing wire.
Lumnp Sum LS --- As-built for S.H.A Lon CADDI
C. Materiels to be remeved by the Contractor.
All equipment and/or materialremoved are to become the property of the Contractor.
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